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We present results of anisotropy and exchange-coupling studies of asymmetric Co/Cr/Fe trilayers and
superlattices grown by molecular beam epitaxy on Cr~001!/Mg~001! buffers and substrates. The magnetic
properties have been investigated using both the longitudinal magneto-optical Kerr effect and ferromagnetic
resonance. The hysteresis data obtained from the trilayer system were fit to a theoretical model which contains
both bilinear and biquadratic coupling. The effective in-plane anisotropy was found to be of fourfold symmetry
with the same easy-axis orientation for both the Fe and Co layers. An analysis of the easy-axis hysteresis loops
indicates long-period oscillatory coupling and also suggests a short periodic coupling. We show that weakly
antiferromagnetically coupled asymmetric films might serve as potential candidates for improved spin-valve
systems.

I. INTRODUCTION

Oscillatory exchange coupling has been discovered for
different magnetic materials and a wide variety of nonmag-
netic ~NM! spacer materials over the last several years~for
references see Ref. 1!. The periods of the oscillations can be
understood in terms of the electronic structure of the non-
magnetic spacer layer material.2 However, some spacer ma-
terials like Cr or Mn are not completely ‘‘nonmagnetic.’’ In
the case of Cr an antiferromagnetic~AF! structure of the
moments is formed below the Ne´el temperature together
with a spontaneous incommensurate collinear spin density
wave. Therefore the exchange interaction between the Cr
atomic planes should affect the coupling behavior of the ad-
jacent magnetic layers as well. For the case of Fe/Cr~001!,
tight binding calculations3 suggest AF interactions and, in
the case of bcc Co/Cr~001!, predict stable states for either
ferromagnetic~FM! or AF alignment. Other calculations by
Stoeffleret al.4 predict parallel interactions in the case of the
bcc Co/Cr~001! interface. But the interfacial magnetic cou-
pling is predicted to be not very strong. That means that an
antiparallel coupling is allowed in the case of a Co/Cr~001!
interface whereas for Fe/Cr the parallel coupling does not
exist.

Experimental investigations on high quality Fe/Cr~001!
trilayers with short two monolayer~ML ! period oscillations
find the strongest AF maxima for even Cr spacer atomic
layer ~AL ! numbers. These are 8 ML reported by Purcell
et al.5 and'4 ML reported by Demokritovet al.6 However,
if the magnetic layers are different on either side of the Cr
spacer, then the AF maxima are expected at odd AL num-
bers.

Noncoupled multilayers consisting of two different mag-
netic materials with different coercitivities~which are sepa-
rated by thick nonmagnetic spacers! have been studied for
the purpose of using them as spin-valve systems.7,8 These
multilayers are magnetically uncoupled. However, an AF
alignment of the moments can be obtained because of the

different coercitivities of the two magnetic materials. There-
fore, in the magnetic field range between the two flip fields a
giant magnetoresistance can be found for some material
combinations.7–10

II. SAMPLE PREPARATION

To study the coupling behavior of a system similar to
Fe/Cr~001! but with a different second FM/NM interface a
Co/Cr/Fe trilayer was grown with a wedge-shaped Cr inter-
layer. To grow the films a conventional 3-in. RIBER EVA
32 metal molecular beam epitaxy~MBE! system~equipped
with two electron beam hearths and three ports for effusion
cells! was used. One of the electron beam evaporators con-
tains four rotable crucibles so that a total of eight different

FIG. 1. Sequence of the~Co/Cr-wedge/Fe! film grown on Cr/
MgO ~001!.
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materials can be evaporated from this system. The vacuum
base pressure of the system is below 531029 Pa and the
working pressure is better than 231028 Pa .

The effusion cells contain 39-cm3 crucibles providing a
flux of a high stability. Therefore the film thickness could be
established accurately by the evaporation time at a known
growth rate. The flux of the materials which are evaporated
from electron beam hearths is measured optically and con-
trolled electronically during evaporation, and the shutters are

computer controlled. We evaporated Co from a 40-cm3 elec-
tron beam hearth and Fe from one of the 14-cm3 crucibles in
the four-crucible gun. We used constant evaporation rates of
0.6 nm/min for Co and Fe and different rates between 0.26
nm/min and 1.6 nm/min for the Cr spacer layer depending on
the sample location. Cr was evaporated from an effusion cell
with a pyrolytic graphite crucible. For the control of the Cr
evaporation, only the effusion cell main shutter~which is in
some distance from the cells! was used in order to ensure a
stable temperature in the effusion cell during growth. The
placement of the effusion cells is inclined at a certain angle
to the 3-in. sample holder so that sample rotating is neces-
sary to ensure a homogeneously thick film. Without rotation
a linear gradient of the film thickness would be obtained over
the sample holder. We used this linear gradient for designing
our wedge-shaped Cr spacer.

To grow this system epitaxially we employed MgO~001!
substrates. Since these substrates often have a surface that is
insufficiently smooth for epitaxial growth, we subsequently
repeated the commercial mechanical polishing of these sub-
strates. With the help ofex situsmall-angle x-ray scattering
measurements andin situ reflection high-energy electron dif-
fraction ~RHEED! we were able to verify the surface quality
of our MgO substrates before starting the growth. After in-
troducing a freshly polished MgO sample into the vacuum
chamber we outgassed and finally annealed it for more than
1 h at 1000 °C.

Figure 1 shows the sequence of the sample we used for
analyzing the anisotropy and coupling behavior. The first
layer grown on the MgO substrate is a bcc Cr~001! buffer.
The optimized substrate temperature is 500 °C. Subsequently
we annealed the buffer layer for 30 min at 750 °C. The fol-
lowing layers are grown at a substrate temperature of 300
°C. These consist of a 5.6-nm-thick bcc Fe~001! layer fol-
lowed by the wedge-shaped Cr~001! spacer layer. The thick-
ness of the spacer ranges from 0.5 nm and 3.0 nm over a
sample length of 50 mm. Fe and Cr are both bcc materials
with similar lattice constants. Their lattices nearly perfectly
match with a misfit of less than 1%.

For the Co layer we have chosen a film thickness of only

FIG. 2. Scans of the Kerr angle in remanence as a function of
the sample rotation. Data from the MOKE hysteresis loops were
taken during a complete sample rotation. The insets show the hard-
axis ~at minimum remanence! and easy-axis~at maximum rema-
nence! hysteresis loops of the~Co/Cr-wedge/Fe! trilayer for 2.0 nm
Cr layer thickness~a!, a single 8.9-nm-thick Fe layer~b!, and a
4.7-nm-thick Co-layer~c!. Both single layers are embedded in Cr.

FIG. 3. FMR spectra of a 6.6-nm-thick single Co~112̄0! layer.
The resonance line with the external field along the hard axis cor-
responds to thec axis of one domain and perpendicular to thec axis
of the other domain~right!; the resonance line with the external
field along the easy axis is measured at 45° with respect to thec
axes.
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3.0 nm because of the strong in-plane anisotropy. The Co
layer grows in the hcp phase in the (1120̄) orientation with
the c axis lying in the film plane. Since the uniaxial
(112̄0) Co structure is grown on bcc Cr~001! with a fourfold
crystallographic symmetry, there are two equivalent orienta-
tions for the Co to grow with thec axis parallel to the
@110# and@11̄0# axes of the Cr, respectively. This results in
a twined crystallographic domain structure.11 On the Co film
we have grown a Cr top layer to prevent oxidation of the Co
film. Oxidation investigations of thin Cr layers have shown
that Cr oxidizes not more than 1.0 nm deep at room
temperature.12

To check the total film thicknesses we used the thickness
fringes of small-angle x-ray scans at different sample posi-
tions. Although we have grown a wedge-shaped sample, we
calculated the total film thicknesses from the peak positions
of the maxima of the thickness fringes~we used only
maxima at 2u.2° to minimize the size of the radiated area
over the wedge!. For these peak positions (2u.2°) each
calculated total film thickness deviates only slightly from the
average thickness value. Unfortunately it was not possible to
fit the small-angle x-ray data because of the strong angular
depedence of the size of the radiated sample area for small
angles (2u,2°). By using additionally chemical x-ray fluo-
rescence analysis the individual film thicknesses can be cal-
culated for the different sample positions. This was possible
because we have grown all individual Cr layers, including
the buffer and the top layer, via the wedge shape. In this way
the Cr growth rate exhibits a linear gradient across the
sample which is constant during the entire film growth for

each specific point of the sample. Because of the large
sample length~50 mm!, the gradient over the already wedge-
shaped buffer layer~ranging from 5 to 30 nm! is not too
large ~1 ML increase in thickness at each 300mm lateral
distance!. With these Cr-growth rates we were able to esti-
mate the Cr spacer thicknesses from the total Cr thicknesses
taking into consideration the proportions of the Cr-growth
times.

With chemical x-ray fluorescence analysis we also
checked the proportions of the individual materials over the
entire sample and found that the Cr spacer thickness shows
the expected linear gradient.

The structural measurements did not include studies of the
interface roughness or possible interdiffusion. However, fits
to high-angle x-ray diffraction data of Co~112̄0!/Cr~001! su-
perlattices grown in the same MBE under the same condi-
tions as the Co/Cr/Fe films should give reliable values for the
interface roughness which was determined tos'5 Å.13

Studies of Fe/Cr superlattices~grown in a different chamber!
give an even smaller value for the interface roughness of
s'3.5 Å.14

We have also grown samples with individual Co or Fe
layers, respectively, embedded in Cr layers and superlattices
with ten periodicities of the sequence of~Cr/Co/Cr/Fe!. In
these cases we used the sample rotation option during growth
to get homogeneous Cr thicknesses over the films.

III. MOKE MEASUREMENTS

To study the magnetic properties of the Co/Cr/Fe sand-
wich sample we measured hysteresis loops with the

FIG. 4. The MOKE hysteresis loop for a Cr thickness of 1.15
nm measured at 45°~easy-axis configuration!, showing a weak AF
behavior~above!, and the field dependence of the anglesFFe and
FCo obtained from the fit~not shown! plotted for increasing field
strength~below!.

FIG. 5. The MOKE hysteresis loop for a Cr thickness of 2.10
nm measured at 45°~easy-axis configuration!, showing a weak FM
behavior~above!, and the field dependence of the anglesFFe and
FCo obtained from the fit~not shown! plotted for increasing field
strength~below!.
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magneto-optical Kerr effect~MOKE! in the longitudinal con-
figuration as a function of the Cr interlayer thickness by
moving the laser spot along the wedge-shaped sandwich. The
MOKE setup is described elsewhere.15 The laser spot of a
linear polarized He-Ne laser was focused to a diameter of
100 mm. We have chosen an incidence angle of the laser
light of about 45° to the sample surface. Therefore the mea-
surements are sensitive to the in-plane component of the
magnetization. The reflected laser beam passes through a
modulator and a rotator using the magneto-optical Faraday
effect to measure quantitatively the Kerr rotation angle. The
relatively high modulation amplitude and the use of lock-in
techniques provides an angular resolution of better than
1024 deg.

For each Cr thickness we performed a complete in-plane
sample rotation and we measured hysteresis loops at every
9° of sample rotation to determine the easy and hard axes.
For measuring the hysteresis loops we used a maximum
magnetic field of 5.0 kOe. By plotting the Kerr angle in
remanence as a function of sample orientation, indicated by
the angleFH of the external field with respect to the Cr@001#
in-plane direction, a fourfold anisotropy was obtained. In
Fig. 2~a! we present such a plot for the~Co/Cr/Fe! trilayer
with Cr spacer thickness of 2.0 nm. The hysteresis loops
show a nearly uncoupled behavior@insets of Fig. 2~a!# for
this case. We also show plots of an individual 8.9-nm-thick
Fe layer@Fig. 2~b!# and an individual 4.7-nm-thick Co layer
@Fig. 2~c!#. Note the much higher coercitivity of the Co layer.

The maxima of the Kerr angles in remanence mark the
in-plane easy axes. For Fe films they correspond to the crys-
tallographic@100# and@010# directions; this reflects the well-
known result of a positive cubic anisotropy parameterK1

cub

~Ref. 16! in @001# oriented films. In the case of Co, a fourfold
anisotropy was measured as well. The hard axes are found to
be along the@110# and @11̄0# axes which areparallel to the
Co c axes and thus parallel to the hard in-plane axes of the
Fe film. This behavior was found recently for Co~112̄0! on
Cr~001!/Nb~001!/Al 2O3~11̄02! by ferromagnetic resonance
~FMR! measurements~see below and in Ref. 17!.

In order to analyze the coupling behavior we performed
MOKE hysteresis measurements at different points over the
wedge-shaped trilayer sample. We discuss their behavior be-
low.

IV. FMR MEASUREMENTS

To investigate further the nature of the fourfold anisot-
ropy of Co in these samples FMR measurements were car-
ried out on~Cr/Co/Cr/Fe! superlattices as well as on indi-
vidual Fe and Co layers embedded in~001!Cr layers using
the same setup as described in Ref. 17. All samples were
grown on a Cr~001! buffer layer on MgO~001! substrates.

All samples show an almost perfect fourfold in-plane an-
isotropy. This result can be readily understood if one as-
sumes equal film areas for both in-plane growth orientations
of Co. The uniaxial anisotropy contribution of hcp Co with
the c axis as the easy axis is averaged out due to the
90° orientation of thec axes of the two growth orientations.
The next higher anisotropy contribution in hcp symmetry,
K2
hcp, which is of fourfold symmetry, is observed as the

lowest-order contribution.17

To discuss the Co behavior in more detail we show the
resonance spectra of a single Co(1120̄) layer with a thick-
ness of 6.6 nm~see Fig. 3!. A purely fourfold anisotropy can
be concluded from the observation of about the same spectra
after each 90° sample rotation. To estimate the areal differ-
ence of the portion of both growth orientations we use the
difference of the line positions of FMR spectra atFH and
(FH190°) which is less than 0.1 kOe. From this value the
difference is estimated to be less than'2% using the rela-
tions given in Ref. 17.

Only one resonance line at each easy-axis orientation was
found in the FMR spectra of the Co layers. This indicates
that the crystallographic Co growth domains are much
smaller in size than the magnetic domains; i.e., the crystal-
lographic domains can be treated in the limit of strong mag-
netic coupling.17 In the opposite case, two lines would be
observed. For the case found here, and with a nearly 1:1
proportion of the Co-growth domains, the resulting anisot-
ropy energy isFani

eff5 1
2Fani

eff(F)1 1
2Fani

eff(F190°) with contri-
butions from the two growth domains ofFani

eff(F) and
Fani
eff(F190°). HereF is the in-plane angle of the direction

of magnetization measured against the in-plane Cr@001# axis.
The resulting in-plane anisotropy is fourfold and has the
same shape as that for cubic in-plane anisotropies. The hcp
anisotropy constantK2 is in this case the relevant parameter
for the anisotropy expression. IfK2.0, the easy axis will
then be foundbetweenthe twoc axes. Therefore, neglecting
the out-of-planeQ dependence, we can write the anisotropy
energy~as for the Co case17!

FIG. 6. The MOKE hysteresis loop for a Cr thickness of 1.35
nm measured at 45°~easy-axis configuration!, showing a strong AF
behavior~above!, and the field dependence of the anglesFFe and
FCo obtained from the fit~not shown! plotted for increasing field
strength~below!.
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Fani
eff5

1

8
K2cos@4~F145°!#

52K2sin
2~F145°!cos2~F145°!1 const

5K2sin
2~F!cos2~F!1const. ~1!

The angular offset of 45° accounts for the rotation of the
c axes from the@100] axes. Table I shows the results of the
anisotropy parameters including the effective magnetization
which is defined as

4pMeff* 54pMs22
2Ks

2MtCo
1
K1
hcp

M
1
2K2

hcp

M
~2!

for the ~112̄0!-oriented Co layers~following the notation of
Ref. 17!. For the present thickness range, theKs term is of
minor importance. The results for the Fe~001! individual lay-
ers show almost bulklike behavior. 4pMeff for Fe is defined
in the usual manner collecting all sin2Q contributions of the
energy expression. The behavior of the~Cr/Co/Cr/Fe! super-
lattices is apparently dominated by the Fe layers. The result
of the fits of the FMR data for both Co samples yields
4pMeff514.5 kG. This value is in good agreement with the
bulk value, taking into consideration the bulk value of
K1 /M' 3 kOe and 2K2 /M' 1–2 kOe and neglecting sur-
face anisotropy effects for this thickness.

V. DISCUSSION

To analyze the MOKE hysteresis loops of the wedged-
shaped Co/Cr/Fe sandwich~see Figs. 4–7! we tried to fit our
data of the hard- and easy-axis loops. We assumed the fol-
lowing expression for the free energy, neglecting constant
terms:

Fmag5@2m0M
FeHcos~FFe2FH!1K1

Fesin2FFecos
2FFe#tFe

1@2m0M
CoHcos~FCo2FH!

1K2
Cosin2FCocos

2FCo#tCo

22A12cos~FFe2FCo!22B12cos
2~FFe2FCo!. ~3!

To minimize the free energy a simplex algorithm was
used. The algorithm guarantees that after every field step the
next local minimum is searched.

For very small Cr layer thicknesses (tCr 5 0.55–0.75 nm!
a simultaneous fit to the data of the easy and hard axes was

possible. Unfortunately, the fits to the data for thicker Cr
spacers do not yield a uniform set of parameters for both
axes. The theoretically expected steps in the hysteresis loops
are too much rounded out in our experimental data. Respon-
sible for this are probably domain processes which are not
included in our model. For small Cr thicknesses the strong
ferromagnetic coupling suppresses the formation of domains.

For Cr spacers thicker than 0.75 nm fits to the data of the
MOKE hysteresis loops with the external field applied along
the easy-axis direction at 135° provide information on the
coupling constants as well as on the alignment of the Fe and
Co moments. These fits to the easy-axis loops are in reason-
able agreement mainly for those parts of the loops at which
no domain nucleation processes and domain wall movements
determine the magnetization behavior.

Taking into consideration the different thicknesses~5.6
nm for Fe and 3.0 nm for Co!, the product of the saturation
magnetization~assuming bulklike behavior! and the layer
thickness (Mst) in the external field term of the free energy
is about twice as high for the Fe layer as for the Co layer.
Therefore the behavior of the Fe layer is expected to be
influenced much stronger by the external field than that of
the Co layer. This is demonstrated by the results of the fits
for FFe andF Co of the easy-axis hysteresis loops~see Figs.
4–7!.

In particular, the Fe moments flip already at small~re-
verse! magnetic fields while the moments in the Co layer
remain in the original direction. Apparently, the magnetiza-
tion of the Co layer follows the rotation of the Fe layer and
not the external field. In addition the much higher coercitiv-
ity of individual Co layers~see Fig. 2! leads to the conclu-
sion that Co must undergo a much more complicated domain
structure. Due to the different magnetic behavior of Fe and
Co @see Figs. 2~b! and ~c!#, a nearly uncoupled Co/Cr/Fe
trilayer shows hysteresis loops which are close to those
shown in Figs. 2~a! for tCr52.0 nm.

The fits for the Cr thickness oft Cr52.0 nm reveal the
absence of bilinear coupling (A1250! and a weak biquadratic
coupling (B12520.01 mJ/m2). Because the high coercitiv-
ity of the Co layer is not included in our model, this biqua-
dratic coupling value ofB12520.01 mJ/m2 might represent
the Co coercitivity and not a ‘‘real’’ biquadratic coupling.

The shapes of the easy-axis hysteresis loops for a weak
AF coupling differ from those with a nearly uncoupled be-
havior mainly by a longer step in the loop for the former
case. In Fig. 4 we present an easy-axis hysteresis loop for
weakly AF coupled Co and Fe layers at a Cr thickness

TABLE I. Results of the FMR measurements for individual Co and Fe layers and superlattices. For the
purpose of comparison, also the Fe bulk values are given.

Sample tFe tCo 4pMeff 4pMeff* 2K1 /M K2
eff/M

Co sandwich 6.6 nm 14.5 kOe 1.5 kOe
Co sandwich 4.7 nm 14.5 kOe 1.8 kOe
~Cr/Co/Cr/Fe!10 3.2 nm 2.6 nm 21.0 kOe 0.40 kOe
~Cr/Co/Cr/Fe!10 2.4 nm 2.0 nm 21.6 kOe 0.53 kOe
Fe sandwich 3.0 nm 21.84 kOe 0.54 kOe
Fe sandwich 8.9 nm 21.98 kOe 0.60 kOe
Fe bulk 21.49 kOe 0.55 kOe
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t Cr51.15 nm ~with the fit results A12520.03 mJ/m2,
B12520.01 mJ/m2). In comparison, for a weak FM cou-
pling strength the length of the step decreases or the step
nearly vanishes~see Fig. 5!. It is interesting to note that the
length of the step is very sensitive to the coupling behavior.
Slight variations of the coupling constants in the case of a
weak coupling behavior~FM or AF! produce drastic changes
of the step length@compare Figs. 4 and 5 and insets of Figs.
2~a! and 8#. Also the flip field of the Fe moments undergoes
changes with the coupling characteristics. A systematic
change can be obtained in the case of a weak coupling bea-
vior when the flip of the Fe moments occurs before the Co

moments change their alignment. For a weak AF coupling
the flip of the Fe moments may occur at slightly negative
magnetic fields, at zero field, or very small positive fields.
For zero coupling or a weak FM coupling the flip of the Fe
moments occurs at slightly higher positive magnetic fields.

The behavior of these weak AF coupled asymmetric
trilayers is very interesting for use as spin valves. By choos-
ing the proper Cr spacer thickness the flip of the Fe moments
can be tuned to occur at zero or at very small magnetic fields.
The clear step in the hysteresis loops after the flip of the Fe
moments occurs indicates the AF alignment of the moments
of the Fe and Co layers over a wide magnetic field range
(d H ' 1 kOe for the hysteresis loop shown in Fig. 4!. The
weak AF coupling should also be interesting for other spin-
valve systems since it could solve the problem of finding a
material with an extremely small coercitivity for spin-valve
systems. By tuning the first spin flip to about zero field by
using the proper spacer thickness the expected flip behavior
for ideal spin valves could be reached.

In all cases of our~Co/Cr/Fe! trilayer with weak coupling
characteristics, the Co moments first remain in their original
alignment after the flip of the Fe moments occurs. With in-
creasing field domain and/or rotation processes of the mo-
ments occur. For a larger AF coupling the Co moments
change their alignment before the flip of the Fe moments
occurs~see Fig. 6!. For a Cr thickness of 1.35 nm the stron-
gest AF coupling constants were found (A12520.12
mJ/m2 andB12520.08 mJ/m2). Note that a high biqua-
dratic coupling constantB12 ~compared toA12) is obtained.
For Cr thicknesses between 0.85 nm and 1.05 nm, the shapes
of the hysteresis loops again suggest a strong AF coupling.
For this region we found coupling constants of (A121
B12520.05 to20.07 mJ/m2). In this case the biquadratic
coupling constantB12 is much higher than the bilinear one
A12 ~see Table II!.

For a strong FM coupling we find hysteresis loops with-
out any steps and a clear FM shape. In this case the Co layer
couples so strongly to the Fe with FM moment alignment
that the magnetization processes of both materials occur to-
gether. Such loops can be obtained att Cr50.55 nm and
t Cr50.75 nm. At tCr50.65 nm the shape of the hysteresis
loops suggests that the Co moments do not reach complete
saturation after the flip~see Fig. 7!. For all three Cr layer
thicknesses the fits give a positive coupling constant
A1250.07–0.09 mJ/m2.

In Fig. 8 we present the results of our simulations for the
coupling constantsA121B12 as a function of the Cr spacer
thickness. A long-period coupling oscillation with a period
of 10–11 ML is deduced from the two AF maxima at'9
ML and'20 ML and from the FM maxima at 4–5 ML and
'15 ML. The second-long period AF maxima att Cr52.85
nm (A12520.01 mJ/m2 andB12520.01 mJ/m2) also can
be deduced clearly from the shapes of the hysteresis loops in
this Cr region~see insets of Fig. 8!. Also a 2-ML short-
period coupling might exist in this system. We obtained two
strong AF maxima at'7 ML and'9 ML, separated by a
region with weak coupling characteristics. But in other Cr
thickness regions no short-period coupling can be found.

The odd Cr atomic layer number suggests a ferromagnetic
Co/Cr interface exchange coupling~parallel alignment of
moments!, assuming an antiferromagnetic exchange for the
Fe/Cr interface.

FIG. 7. The MOKE hysteresis loop for a Cr thickness of 0.65
nm measured at 45°~easy-axis configuration!, showing a FM be-
havior ~above!, and the field dependence of the anglesFFe and
FCo obtained from the fit~not shown! plotted for increasing field
strength~below!.

FIG. 8. Results of our fits to the data forA121B12 as a function
of the Cr spacer thickness. The insets show the shapes of the hys-
teresis loops measured at different Cr thicknesses.
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In the case of Fe/Cr, biquadratic coupling can be observed
mostly in a region between the AF and the FM maxima~see
Ref. 18!. But our fits to the data for the Co/Cr/Fe trilayer
system suggest that the highest negative biquadratic coupling
constantB12 occurs at the strong AF maxima. As previously
mentioned the coupling constantB12520.01 mJ/m2 found
~from the simulations! for most of the hysteresis loops in the
case of a weak coupling may represent the coercitivity of the
Co layer. The strong biquadratic coupling constants found at
the AF maxima should be reduced by this value. This does
not influence the main behavior.

VI. CONCLUSION

In conclusion, we have studied the magnetic properties of
~Co/Cr/Fe! samples, as well as individual Co and Fe layers,
by the MOKE and FMR. We suggest coupled crystallo-
graphic~112̄0!Co domains with an almost 1:1 distribution of
both domains causing a fourfold anisotropy behavior of the
Co layer, with similar characteristics as for the Fe layer. The
MOKE hysteresis loops show an indication of a long-period
~10–11 ML! and a short-period~2 ML! exchange coupling
oscillation, with the AF maxima at odd numbers of AL’s of

the Cr spacer. The strongest AF maximum~with a coupling
constant of20.20 mJ/m2) was found at 9 ML. The fits to
the data also reveal a high biquadratic constant whenever the
AF coupling shows maxima.

In the case of a zero or a weak coupling behavior both
magnetic materials~Fe and Co! show different flip fields.
After the first flip ~Fe! an AF alignment between the Fe and
the Co moments can be obtained. The flip of the Fe moments
~the material with the smaller coercitivity! can be tuned to
about zero field by choosing the proper Cr spacer layer thick-
ness in the case of a weak AF coupling. Those asymmetric
films with weak AF coupling behavior can be used as ideal
spin-valve systems.
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